PORTABLE FINGERPRINT
TIME ATTENDANCE TERMINAL

TFT500P
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Features

e In the design of portable case, this model is convenient to carry.

e The TFT500P is waterproof and dustproof, reaching the rating of IP65.

e The internally installed 7600mAh battery enables the product to be standby for 28 hours and
work normally for 16 hours.

e |t gets connection to the network through TCP/IP, WiFi or 3G(WCDMA).

e Coated with a layer of rubber outside, the product is shatterproof mounted at 1M above

the ground.
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Specification
[Model |
[ LCD Display |
EE
 Capacity |
| Verification |
 Identification |
| Attendance status |
| Communications |
 lanquage |
[ Environment |
| Power Supply |
| Customize Function |

UsB

TFTS00P

3.5-inch TFT screen

Voice prompt

Fingerprint: 50,000 Card: 50,000 Logs: 800,000

Verification speed (1:1) 0.5s  Identification speed (1:1) = 1s

FRR =0.01% FAR =0.0001%

Check infout, Overtime infout, Break in/out

TCP/IP, USB-host, WiFi/3G(optional)

English, French, Spanish, Arabic, ect (Many languages can be selected)
Operation temperature:0°C-45°C  Operation humidity:20%-80%
12V/3A, Built-in Backup 7600 mAh Battery

Machine size:22.5(L)*23.5(W)*12.5(H)cm  Unit packing:2 8*23*10cm
Carton packing:50*30*30cm  Real weight:1.7kg Volum weight:2.3kg
ADMS, Work-code, DST, Scheduled-bell, Self-Service Query, Automatic, Status,
T9 Input, Photo-ID, 9 Digit User ID, SMS, Can customize GPS function
Mifare/HID Card, WiFi, 3G, GPS



